	Hydraulic Jack Equipment Safety Checklist
PEOSH Required minimum frequency semi-annually

	Entity:

	1st Inspection Date:              /            /201

	Inspector(s):


	2nd Inspection date:             /             /201

	Title:
	Repaired by:

	Equipment Inspected:
	ID:

	1st Inspection
	Item

Write line # & comments on back for each needs work item

	#
	Need

work
	OK
	N/A
	

	1. 1
	
	
	
	Do jacks in use have a rating sufficient to lift & sustain the loads?  

	2. 
	
	
	
	Is the rated load legibly and permanently marked in a prominent location on the jack

	3. 
	
	
	
	Do all jacks have a positive stop to prevent over-travel?  

	4. 
	
	
	
	Are all jacks lubricated at regular intervals?  

	5. 
	
	
	
	Are hydraulic jacks that are exposed to freezing temperatures supplied with adequate antifreeze liquid?  

	6. 
	
	
	
	Are jacks that are used constantly or intermittently at one locality thoroughly inspected at least every six months?  

	7. 
	
	
	
	Are jacks that are sent out thoroughly inspected when they are returned?

	8. 
	
	
	
	Are jacks that are subjected to abnormal load or shock inspected immediately after use or TAKEN OUT of Service

	9. 
	
	
	
	Are repair or replacement parts examined for defects?  

	10. 
	
	
	
	Are repairs made on disabled jacks before they are used again?  

	2nd Inspection
	Item

Write line # & comments on back for each needs work item

	#
	Need

work
	OK
	N/A
	

	1. 
	
	
	
	Do jacks in use have a rating sufficient to lift & sustain the loads?  

	2. 
	
	
	
	Is the rated load legibly and permanently marked in a prominent location on the jack

	3. 
	
	
	
	Do all jacks have a positive stop to prevent over-travel?  

	4. 
	
	
	
	Are all jacks lubricated at regular intervals?  

	5. 
	
	
	
	Are hydraulic jacks that are exposed to freezing temperatures supplied with adequate antifreeze liquid?  

	6. 
	
	
	
	Are jacks that are used constantly or intermittently at one locality thoroughly inspected at least every six months?  

	7. 
	
	
	
	Are jacks that are sent out thoroughly inspected when they are returned?

	8. 
	
	
	
	Are jacks that are subjected to abnormal load or shock inspected immediately after use?

	9. 
	
	
	
	Are repair or replacement parts examined for defects?  

	10. 
	
	
	
	Are repairs made on disabled jacks before they are used again?  


Any jack that receives a ”needs work” in any row 1 through 4 should be  tagged as Out of Service” until repairs are completed
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